PART NUMBER CODE FOR CYLINDER ORDERS

CYLINDER MODEL SPECIAL INFORMATION
For HP HYD use W For Standard Cylinder, use 00
RMLLLLA S L For Special Items, use 0S
{(Consult Lehigh)
BORE SIZE
For 12", use 15 MOUNTING TYPE
For 2", use 20 lEor z;_ 1) use O;
For 2", use 25 or (MX1), use 0
For 3%" use 32 For #3 (sz), use 03
v For #4 (MX3), use 04
For 4", use 40 For #6 (MF1), use 06
For 5", use 50 For #7  (MF2), use 07
For 6", use 60 For #8F (MP1), use 8F
For 77, use 70 For #9 (MS4), use 09
For 8", use 80 For #11 (MS2), use 11
For 10" use 10 For #12 (MT2), use 12
For #13 (MT1), use 13
For12’, use 12 | For #14 (MT4), use 14
For #15 (MS7), use 15
For z16 Emgg; use 1?
ROD D ETER For #17 , use
Fgr StI:r:ﬂdard use S For #26 (MES), use 26
" For #27 (MEG), use 27
For 1st Oversize, use 1 For #36 (ME3), use 36
For 2nd Oversize, use 2 For #37 (ME4), use 37
For 3rd Oversize, use 3

STROKE
Use stroke in inches

CUSHIONS

For cushions both ends, use B
FRACTIONAL STROKE For cush?ons cap end, use R
In 0.01 Inch Increments For cushion rod end, use F

For no cushions, use N

ROD END STYLE

For Small Male (Standard), use A
For Female, use B

For Full Male, use G

. L ’ ’ For Intermediate Male, use D
‘CYLINDER DESIGNATIDN for SAMPLE CODE ABOVE For Plain End. use P
LSS “W” Senes HP 2" Bore 1 Diameter Rod; For Flanged End, use F

| 2 3/4" Stroke: Standard Smal! Male Rod End (3/4'—16);
- Cushloned Both Ends #2 (MX1) Mountmg

18
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